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About this Document

Thank you for purchasing VISION IP Camera or Network Video Server. This user manual includes
instructions for using and managing the NVR C/S software on your system and network. Updated
versions of this document will be posted to www.visionipvideo.com as they become available.

Legal Considerations

Video and audio surveillance can be prohibited by laws that vary from country to country. Please
check the laws in your local region before using this product for surveillance purposes.

Trademark Acknowledgments
Ethernet, Internet Explorer, Linux, Microsoft, Mozilla, Netscape Navigator, OS/2, UNIX, Windows,
WWW are registered trademarks of the respective holders. Java and all Java-based trademarks and
logos are trademarks or registered trademarks of Sun Microsystems, Inc. in the United States and

other countries.

Product Classification

Classification Definition Max. Resolution Frame rate at max.
resolution

i-Series SD D1 30 fps

MTi-Series HD 1280 X 720 30 fps

M2Ti-Series Full HD 1920 X 1080 30 fps

M3Ti-Series 3 Mega Pixel 2048 X 1536 20 fps

Important Notices

1. Camera surveillance laws may differ for each country. Contact the local authorities to avoid

any surveillance law violations.

2. Specifications are subject to change without prior notice to enhance the product
quality and stability.

3. The contents of this manual may differ from actual products due to product upgrade

or enhancement.
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1. Feature Overview

Key features 16 36 64 Unlimited
Number of cameras per recording server 16 36 64 64

Multi server solution No No No Yes
Number of servers 1 1 1 Unlimited
Number of cameras per NVR Client Live 16 36 64 128
Number of cameras per NVR Client Playback | 16 16 16 16
Maximum numbers of users 1 5 5 32

Alarm Manager Yes Yes Yes Yes

Map function Yes Yes Yes Yes
Watchdog Yes Yes Yes Yes

2. Minimum System Requirements

System requirement NVR CS Server NVR CS Client

CPU Pentium Core2 duo 2.4 | Pentium i3-3220 3.3GHz ( recommend higher )
Graphic Card 128MB 128MB

RAM 2GB 2GB ( or higher recommend)

0O/S Windows 7 Windows 7

Network Gigabit LAN Gigabit LAN

HDD Minimum 1GB Free Minimum 1GB Free

3. Detailed Product Features
3.1 NVR CS Server

Function Description

Save stream transmitted from IP camera up to 64

Recording Server channels IP per server.

Intelligent recording function( Scheduling, Event Recording)

Relay video stream or event IP transmitted from IP
Relay Server , .
camera to assigned client.

Two way Audio Server | Transmit client’s audio data to camera

User Management User and User group management.

Periodic monitoring recording server for stability of
Watchdog

recording.
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3.2 NVR Client Live

Function

Description

Real time monitoring

Performs Real time monitoring up to Max. 128 channel
by remote management of recording server and IP

camera.

Unlimited server

system

Provides unlimited server system by remote management

of recording server and IP camera.

Remote setting

Provides remote setting of recording server and functions

of IP camera.

P/T/Z control

Control Pan/Tilt/Zoom of IP camera.

Event Log

Print event information of IP cameras in the form of list.

Display

Shows live video in 1/4/6/9/10/13/16/25/36/49/64

channel mode

Dual monitoring

Supports up to Max. 128 channel of live video by dual

monitoring feature.

3.3 NVR Client Playback

Function

Description

Remote search

Provides playback recording data in recording server up
to Max. X16.

Display Show video in 1/4/6/9/10/13/16 channel mode.
Backup Back up as Bmp. of AVL
Digital Zoom Provides digital zoom in playback mode.

3.4 NVR Client E-map

Function

Description

Map management

Provides unlimited number of map pages by registration

and deleting of several maps.

Event link

Supports various event notifications such as Pop-up
video, Panorama, Sound Play, PTZ Preset, when event

triggered.

User Interface

Supports familiar user interface such as ‘Drag & Drop’

Event Log

Print event information of IP cameras in the form of list.

Backup

Back up as Bmp. of AVL
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3.5 NVR Client Event View

Function Description
Event Log Print event information of IP cameras in the form of list.
) When event triggered, event video will appear on the
Pop-up video
screen.
Save or print log Save or print registered event log
. Show video in 1/4/6/9/10/13/16/25/36/49/64 channel
Display d
mode.

. Getting Started

4.1 Program installation
Run “NVR_CS Install_xx.exe” to install NVR CS.

Welcome to the Network Video
Recorder 1.0.2.1 Setup Wizard

This wizard will quide you through the installation of Metwork
Video Recorder 1.0.2,1,

Itis recommended that you dose all other applications
before starting Setup. This will make it possible to update
relevant system files without having to reboot your
computer,

Click Mext to continue.

Click "Next” to continue.

4.2 License Agreement

When ‘License Agreement ‘dialog box appears, click "I Agree” to continue.
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Please review the license terms before installing Metwork Video Recorder 1.0.2. 1. -

Press Page Down to see the rest of the agreement.

Copyright {c) 2013 Copyright reserved,

Warning: This product contains the original software under the terms of the license
agreement Is approved for use are protected by copyright law and international treaties.

This program Unauthorized reproduction or distribution in any manner is strictly regulated by
civil and criminal law And will be prosecuted.

If you accept the terms of the agreement, dick I Agree to continue. You must accept the

agreement to install Network Video Recorder 1.0.2. 1,

| raullsaft Install System vz, 46

4.3 Choose Components

< Back l[ I Agree ] [ Cancel

Check the components you want to install and click ‘Next’ to continue.

Check the components you want to install and uncheck the components you don't want to

install, Click Next to continue.

Select components to install:

Space required; 29,3MB

| riullsoft Install System vz, 46

[ = Gen:

|:| MNVR Server

Description

Position wour mouse
oy¥er a component ko
see its description.

4.4 Serial number

Enter serial number & serial key. And, click “Next” to continue.
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Seral key manager “
Enter Serial key -

Serial Number : Evaluate]

Serial Key : 033368D9DBBETE061011C61

| < Back |[ Mext = ]| Cancel |

If serial number or serial key are invalid, below window will appear.
r- Network Video Recorder 1.02.5...&

[Q) Invalid license key

Click and enter the valid serial number and serial key.
Then, click “Next"

4.5 Define destination folder
Choose the folder in which to install Network Video Recorder and

Click “Install” to start the installation.
i Network Video |

Choose Install Location
[

Choose the folder in which to install Network Video Recorder 1.0.2. 1.

Setup will install Network Video Recorder 1.0.2.1in the following folder. To install in a
different folder, dick Browse and select another folder. Click Install to start the installation.

Destination Folder

C:WProgram Files'WMVR C5

Space reguired: 29.3MB
Space available: 100.1GB

Mullsaft Install Systerm vz, 46

[ < Back ][ Install ] [ Cancel
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4.6 Start Program registration

Enter user's admin account information to register for start program.
r. Network Video Recorder 1.0.2.5 Setup l’_J1

{o» Do you want to register recording server to start program?

ves | [

Click L= Jto register recording server to start program.

4.7 Installation Completion
After installation is completed, NVR can be run immediately by clicking

‘Finish’ button with check-box checked on ‘Run Network Video Recorder.
[ fietvorc vioes Recs T

Completing the Network Video
Recorder 1.0.2.1 Setup Wizard

MNetwork Video Recorder 1.0.2. 1 has been installed on your
computer,

Click Finish to dose this wizard.

Run Metwork Video Recorder 1.0.2.1

A. After installation, 5 shortcut icons will be created on desktop as follows

NVR Live NVR NVR Event NVR'E-MAP = NVR Server
Playback Viewer
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B. When you try to delete NVR CS, you may run Uninstall.exe on below

location.

Start-up Menu=>»All Programs=>NVR CS=»Uninstall.exe

5. NVR Server

5.1 User Interface
NVR Server is the program which features video relay and recording. When
the program is installed on the PC, the tray icon of NVR server will be
displayed in the right tray of the task bar. NVR Server does not have a

separate UI and run in the background.

1. Tray Icon 2. Context Menu

Stop recording
Recording Server Setup

Q<311
2013-10-01

N D

Shutdown recording server

(1) Implementation of program is controlled by a context menu.
Select the icon and right-click it.
(2) Menu : Stop/Start recording , NVR Server Setup, Shutdown NVR Server
A. Stop/Start Recording: Setup Stop/Start Recording.
B. NVR Server Setup: Configures the NVR server settings (Refer to 6.
NVR Server Setup”).
C. Shutdown NVR Server: Shut down NVR Server program.

["shutdown MR Server =)
Address 3700
User ID
Passward
logn | [ cancel
N
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Enter user's admin account information and click ‘Login’ to shutdown program.

6. NVR Server Setup

This chapter provides a brief description how to setup NVR Server program.

6.1 User Interface

1. Setup window

Becording senver setup

I | vkt Deice
NVR DB Setup Foider [Root
DB Recording Channel Setup
User List Type [IP Camera
Name
Address
Port Number 2700 Default ] [ Ports
L-[¥]10,4.68.23 User ID
Password
Add | [ ekt Edit
Scan ] [ Clear
Network Interface: [—nubo select — '] | Count: 0
1P Address MAC Address Stream Port HTTP Port Server Name
Refresh I [ 1P Device Setup ] Save ] [ oK

2. Control button

6.1.1 Setup Window
A. Device List

Manage and edit device list as shown below.
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1. Device List

4 Yy
K3 Recording Server Setup u
N L Z R
P
NVR DB Setup / [VIRoot Folder [Root
DB Recording Channel Setup ’ [#10.4.68.7
User List Type [LP Camera x
Mame
Address
" 4,68, Port Number 2700 Default Parts
10.4.68.25
-[¥]10.4.68.28 User ID
Password

k add | [ pelet Ed j

/

> 4

N
’f Scan ] [ Clear I

Network Interface: [_ Auto select - '] | Count: 0 ‘~
1P Address MAC Address Stream Port HTTP Port Server Name
\ _/
o -
Refresh ] [ IP Device Setup ] Save ] [ OK ]
4. Scan Device 3. Edit Device

(1) Device List : display the registered devices.
(2) Edit Device : can add, delete or edit the device.
(3) Scan Device : User can find and select all available devices in the

same network environment and edit devices with easy.
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B. Device List

You can start the status of DB setting, DB size and Recording time

limit, etc.
1. DB Drive Setting 2. DB Max Size Setting
-

B NVR Server Setup # . @
Device list DB Drive Setting ‘
DE Recording Channel Setup Drive Total Size Free Size DE Size DE Max Size Se..
User List [Clew | o7seceyte | 2awceyte | 0B ] |

o 195,31 GByte 151,24 GByte 0Byte

[ e 455,76 GByte 421,33 GByte 0Byte

¥ ot 97.66 GByte 47.35 GByte 50.00 GByte

¥ e 58.36 GByte 68,27 GByte 0Byte

[ 1.95 GByte 1,92 GByte 0Byte

[kt 1.95 GByte 1,92 GByte 0Byte

Lt 2.86 Glyte 2.82 GByte 0Byte

J)

4| M +

DB Max Size Setting

[ used = Gbytes
When DB is ful Recording time limit
(©) Stop record (@ Overwriting [used = Days

1 A

3. Recording Option

4. Recording time limit

eien ] [ moeweseup

(1) DB Drive Setting : assigns DB Drive for recording.
(2) DB Max Size Setting : set the maximum DB size for the selected
DB drive by Gbytes.
(3) Recording Option : Select two kinds of action when DB is full.
- Stop record : immediately stop recording when DB is full.
- Overwriting : continues recording by overwriting the oldest
data when DB is full.

(4) Recording time limit : set the maximum recording time by day.

C. DB Recording Channel Setup

You can set up Recording Channels and make scheduled recording.
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1. Registered Device List 2. Stream List for Recording

&Y NVR Server Setup A . J' @

. N —

Device list

NSEICE;EE ';Em E“T3Root B Channel Name video \
DB Recording Channel Setup = Eiﬂcamera L Camera 1 Stream 1 ‘
User List E

‘... Stream 2 Drag &iDrOp

||
[ 11

Dg Eﬁannel [
s —
[¥] continuous . Event . [ Audio Copy schedule ] [ALL v]\

[Al' 0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23
S S S S S S A A S S S S A A A S A S S S —

,
D

Wlarm 3 = Sec.(MAX 535ec) Post-Alarm 60 || Sec,(MAX 180 Sec.) )
(l

a

Refresh ] [ IF Device Setup Save ] [ OK J

3. Schedule Setup

(1) Registered Device List : displays all registered devices.

(2) Stream List for Recording : displays all registered stream list for
recording. To add stream for recording to DB channel, select
desired stream of registered devices and drag & drop it to
specific DB channel.

(3) Schedule Setup : displays recording schedule. You can edit the
recording schedule by the hour. To plot recording schedule,
select desired items from Continuous, Event or Audio, and drag
the cursor to specify the time range on the time table.

On the bottom, there is Pre/Post-Alarm setting. Pre-Alarm means

video before event trigger. You can set 1~5 seconds. Post-Alarm

means after event trigger. 1~180 seconds can be set.

16 /49 VISI®N

www.visionipvideo.com




D. User List

1. User List 2. Edit User List
B NVR Server Setup
[Deviceist | ff Yserlist \
g;RREchgi:JpChanne\ Sety User ID User ID
e —— | | .
Password
Group (Admiistrator -
Defte Edt

N

Group List

Group Permission

Administrator [ Live

Operator [T Playback

Other [ Backup
D Setup

[ shutdown Server

Refresh ] [ IF Device Setup Save ] I O

3. Edit Group List

(1) User List : displays all users.

(2) Edit User List : can add/delete/edit a user.

(3) Group List : User group is divided into three group(Administrator,
Operator, Other) to authorize appropriately, each group can
authorize 'Live, Playback, Backup, Setup, Shutdown Server’ by

manager’s choice.
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6.1.2 Control buttons

Refresh IP device setup Cave Finish
e ) e )
7. NVR Client Live
7.1 User Interface
1.Status and 2. Program 3. Display 8. System 9.fVersion
I . i ti
Server List cons Mode Time information
& Network Video Recorder-{‘T . ‘ v F—(
[ " on IFEEREREEERER g d@

o | B (ELY
O [ 5 Bs (@ |
E-T3Root

- Tlocal

(5 118.46.219. 165 . .
+& IIVTETTIEE LR 2
}

AT L

y

et St TR L
T \ e
\ S |

Preset M\ ¢ 6010 }Tﬁj }\67‘
2o H(o (*]

‘?"

4. Display

window

local 2013-10-01 17:39:58.262
118.46.219.165 2013-10-01 17:39:58.263

118.46.219.165 2013-10-01 17:39:58.411
local 2013-10-01 17:39:58.424
[118.46.219.165] 28.28.28.101-1 2013-10-01 17:40:02.498

[118.46.219.165] 28.28.28.101 2013-10-01 17:40:02.691

Connecting
Connecting
Connected
Connected
Motion(1)
Motion(1)

5. PTZ 6. Digital PTZ 7. Event Log

Control
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7.1.1 Status and Server List

A. Server B. Group C. Edit

List

List Server List

D. Option Setup

=-"TSRoot

&0 ~Z

1 £30118.46.219. 162
#-CJAPOE SPort 2168
+HZ)VD101 2169

@-Ecable Ml 172
{ E33VDA110 2222
&) ddaughter_mod 175

E. Channel
Sequence

F. Channel
Sequence Time
Set

G. Status Window

R/ Show/Hide Button

A. Server List

Displays registered server list.
O [ 5 B (2]

(E-"TgRoot
& Hlocal
£ (0118.46.219. 162
HE)IPOE SPort 2168
i+ EVD101 2169
& Eicable Ml 172
(1 EIAVDA110 #222
- E)daughter_mod175

B. Group List
Displays registered group list.
O 5 :‘jﬁec. ®
BY sceen +1
B..gm

§ 1: flocal] Camera 1(1)
[local] Camera 1(2)
test(1)
test(2)
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C. Edit server list

A. Server List

L [¥]10.4.68.20

Name

Address

Port Number

User ID

Password

Add

\_

B. Edit Server

J |

soot

J |

Clear Scan type

Network Interface:

=

Auto select —-

IP Address

Port Server Name

Version

D. Option Set

up

A. Option list

B. Display Caption

[Display]
E o Display Caption
Name REC Event

Audio

ﬂve Video Display Option
@ Auto display control for delayed frame

N

C. Scan Server

Skip frame delayed over Sec.
() Keep original frame rate
P
l () IFrame Only I
Language
Language [English

\_

z)

o J[ conel ]

C. Display Option

20/49

N
VISI®N

www.visionipvideo.com




A. Option List

Snapshot option
Save path ID:WProgram FilesYNVRCS 1.0¥Snapshots .
B. Snapshot Option
File name format [ServerName#n.bmp v] p p

Ping (for checking alive)

e [ — C. Checklng Optlon
' [¥] Try Reconnect
Iterval [SSes v Count D. Reconnection
_ Option
NVR Startup option

[TINVR autostart at system logon

E. Startup Option

[ox [ conel ]

E. Channel Sequence

L® |

.= :Start Channel sequence.

m

Channel sequence Time Set

Set channel sequence time.

@) 5 =

G. Status Window Show/Hide Button

7.1.2 Program Execution Icons

n NVR Client Playback: Searches Recorded Data & Playback

E NVR Client Event Viewer: Shows live video when event triggered

map when event triggered

NVR Client E-Map: Displays live video and alarm on user's defined
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7.1.3 Display Mode

ek

]l

e

=)

S

£

Show live video in 1/4/6/9/10/11/16/25/36/49/64 channel mode and full
screen mode.

7.14 Display window

Server Name

Camera Name

Stream Number

| [local]

7.1.5 PTZ Control

Audio On

Motion

Mic On

Record Status

Zoom in/out

Control

Focus in/out

Control

Pan/Tilt

Control

Iris

Open/Close

& s

0 0}

Preset

Position

—erex| 4

¢ GOTO

o

=~

Tour |

pal

_IHLC;r)_J[iJ\

Go to
preset
Position

Setup Preset
Position

Clear Preset
Position

Select Preset

Tour

Preset

Tour

Setup Preset

Tour
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7.1.6 Digital

PTZ and Image Cropping.

Digital Zoom Selection

Save Cropped Image Print Cropped Image

(" Digital zoom

/

== Adjustment of

[—]

l Contrast

.‘-.‘-/ Brightness
I'_ Adjustment of

—\ Contrast
A

> (S Default Setting of

Digital Zooming & Video

Default Setting of

Cropping Area Brightness
7.1.7 Event Log
Bookmark on Event IP Server Show/Hide of Event Type
log Selection Event log Selection
() s (aw B e I
iéerver l Time V Event / l‘ ‘
local 2013-10-02 11:32:26.687 Ci i
test 2013-10-02 11:32:26.689 G
test 2013-10-02 11:32:27.116 G cted
local 2013-10-02 11:32:27.136
test 2013-10-02 11:32:30.341 Motion(1)

y4

Event Log Saving Event Log Printing

7.1.8 System Time

_; Display system time.

7.19 Version information

. o .
Click to see Program version information as shown below.
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NVR Version 1,0,1,9
Copyright(C) Since 2013

License information

Serial Number : Debug000001

Serial Key: 112233445566773899

Activated Channels 64

7.2 Video display on NVR Client Live

1. Video display 2. Remove Video display

& Network Video Recorder - Main

o | B
O 5 [sec
=-“TSRoot

i+ HJlocal
-7 118.46.219. 165

‘IIIIII

Preset Bl cooro |l ¥ || @ |

| | Tour M O | %)
| ala _7f ,i Server ALL M Filter | ALL .‘ als
| Server | Time | Event |
I | local 2013-10-01 17:39:58.262 Connecting
118.46.219.165 2013-10-01 17:39:58.263 Connecting
118.46.219.165 2013-10-01 17:39:58.411 Connected
local 2013-10-01 17:39:58.424 Connected
[118.46.219.165] 28.28.28.101-1 2013-10-01 17:40:02.498 Motion(1)
[118.46.219.165] 28.28.28.101 2013-10-01 17:40:02.691 Motion(1)
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(1) Drag and drop one selected camera on the display window to see live

video from the camera.

(2) When you want to remove specific camera from live view, click that

video window. Then drag and drop it in reverse direction toward ‘Status

and Server list" as shown in the above picture.

8.1 User Interface

8. NVR Client Playback

2 (Pok S Port #1364 - Sveam 1)
4(138.46.219. 362 - Syream 1)
S (Pot SPort #1368 - Sveam 1)

6 (catle M 160 - Syeam 1)

7 (Pok Port #1631 - Sream 1)

9 (Cable 21 172 - Stream 1)
11(138.46.219.219 - Seam 1)
12 (A0 MEH(179) - Sweam 1)
13 (V0101 #1690 - Stream 1)

14 (VOAL0 #222 - Stream 1)

(E October 2013 N

Sun. Mon. Tue. Wed. Thu. Fri. Sat.
5

7 8
13 14 15 18 17
20 21 2 23 24
27 28 29 30 31

2

\ Zn

|u| g W

l|| ””“”H eerrTTrrrRLLLLLLLLLLE |||”|| Illl

(»Jnua 22 15:23:08.138

CH 9 2011-03-22 15:23:08.153

:&B‘.

M 12 2011-03-22 1%

W Y |

23:08.153

9. Program
1. Status and 2. Icons 3. Display 8. System version
server list Mode time Information
v' Network Video Recorder Waek . ‘ v @E&‘
P oe O d@
N o asaen T
o =3 | ,“ ||||||||m|l||||uu| JIH

5. Calendar

6. Digital PTZ
Window

7. Data Search grid
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8.1.1 Status and server list

A. Server

Status

B. Event
Search

C. Search channel

setup

15 1(28.28.28.101 - Stream 1)
2(28.28.28.101-1 - Stream 1)

. [ 3 (28.28.28.101-2 - Stream 1)

D. Option

setup

E. Backup

Search

F. Backup

A. Server Status

G. Window Status
Show/Hide Button

Displays registered server list or backup server list.

Backup file

Registered Server

Backup

camera

E]--

W NN

R
1 (MC1-FCAM - Stream 1
- 2 (MC1-DCAM - Stream 1)

Y

-8 7 (T-SCAM1 - Stream 1)
- 8 (T-sCAM2 - Stream 1)
~H 9 (T-PcaM - Stream 1)

X C:UserstttckkimifDesktorss

- 3 (MC1-SCAM1 - Stream 1)
- 4 (MC1-SCAM2 - Stream 1)
- 5 (MC1-0CAM1 - Stream 1] |
- 6 (MC1-0CAM2 - Stream 1.

Camera on

/ server

-8 10 (MC2-FCAM - Stream 1) ~
2 [ N . (i
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B. Event Search

Print event data list on the server.

Channel Selection Event Selection

\

Channel | . .

S — B List Saving
(Channel | Time |  Event * and Printing
CH 4 00:00:03.250 Post Alarm L

CH4  00:00:36.143Pre Alarm
CH4 00:00:39.143 Motion(1)
CH4  00:03:16.800 Post Alarm
CH4  00:03:24.218Pre Alrm <+ Event List
CH4  00:03:27.218Motion(1)
CH9  00:05:18.832Pre Alarm
CH9  00:05:21.832Motion(1)
CHO9  00:06:21.832Post Alarm
CH4  00:06:43.453Post Alarm

f"l-ll 4 nN-NQ-14 751 Pra Alarm
< i

»

* If you double-click specific event to see, the event video will be opened.

C. Search Channel setup

Channel Selection Camera name

* Channel  Recording Narrl Video

1 MC1-FCAM Stream 1
2 MC1-DCAM Stream 1
3 MC1-5CAM1 Stream 1
4 MC1-5CAM2 Stream 1
5 MC1-0CAM1 Stream 1
[ MC1-0CAM2 Stream 1
7 T-5CAM1 Stream 1
3 T-5CAM2 Stream 1
g T-PCAM Stream 1
10 MC2-FCAM Stream 1
11 MC2-DCAM Stream 1
12 MC2-5CAM1 Stream 1
13 MC2-5CAM2 Stream 1
14 MC2-0CAM1 Stream 1
15 MC2-0CAM2 Stream 1
4

[
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D. Option Setup

Display
Etc.

Display Caption

Display Caption
[¥] channel [¥] Time [¥] audio [Z]Event

Date/Time Format

Date  [WyyMMDD v Time [Hrmm:ss -

(o [ |

Display

Snapshot Option

Snapshot option

Save path |cMProgram FiestiivR. Pro 1.0%Snapshots

File name format [wwmmemmp ,]
Cancel

E. Backup Option

Backup type

Recording Channel List selection
[ | 2 )

DB Channel  Recording Name Format BaCkup ftem selection
Yes MC1FCAM i -
Yes MC1DCAM T
ves MCI-SCAML Contents
ves MC1-5CAM2 [ video Motion Alarm [ Audio . .
Yes MC 1-OCAM1 Backup time selection
Yes MC1-OCAMZ Range
Ves TscaML 05200 1000 e sl L ooz 0 0 i
ves T-scamMz
ves T-PCAM
Yes MC2-FCAM BadupSize | | o8yte . .
Yes  mMCoDCAM Backup size estimate
Yes MC2:SCAML Tere
ves MC2:SCAM2
ves MCZ-OCAML
Yes MC2-0CAM2

.

Define backup file path

Backup start/stop
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F. Search backup file
Explorer window will be opened. Find backup file and click “open”
button.

File selection dialog appear to load backup files as below.

T - A =0 = 0 @
i =AR| S S 37| a5 g3~
4 Oh2EE @ Server JKB HIZ 717
B o Em @) Doucument - HtZ 77| 1KB HE 77|
H 22 4 = @ MyProject - H1E 77| 1KB HIE 747
@) Utility - BEZ 12| 1KE HtZ 77| J
Ll EO|2EE |\ MVR Config file oy =06
b s =z oY S0
M gy Gy=q3
&, windows7 (C) e
i ca Data (D7) A ckkim
Il s Backup () FECEED -
: . Recordinal () T ¢ UJ | +
| o O] S(M): - [NVR Backup Files (*vdb) v]
[0 ] | == |

G. Status window show/hide

-

: Status window show/hide button

8.1.2 Program Icons

5 NVR Client Live

E NVR Client Event Viewer

ﬂ NVR Client E-Map

8.1.3 Display Mode

e E e e e e e

Show live video in 1/4/6/9/10/11/16/25/36/49/64 channel mode.
J:E Full screen mode
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8.14 Display window

Recording Channel No

Recording Time

Motion

Move to the

previous year

14 15 16 17
20 21 22 23 24 25 26
27 28 29 30 31

Move to the |/

former month

Move to the

next year

Move to next

Refresh

%) month
Move to today Searching

8.1.6 Digital PTZ and Image Cropping

Digital Zoom Selection Save Image / Print Image

7 Adjustment of Brightness
) +
| I Adjustment of Contrast

" 1 Default Setting of Contrast

(" Digital zoom

(|
(+

Digital Zoom & Video Default Setting of
Cropping Area Brightness
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817 Time Line

A. Refresh

B. Audio
playback

C. Data

search time

D. Video
Playback buttons

E. Playback

Speed

F. Overlapped
Data

\ 4

-~

G. Data search grid

A. Refresh

@: Refresh

B. Audio Playback

]

s

+ JE S SRS > It & B DL S R R )

H X

N N D .

Then, audio can be played by clicking this button.

C. Data search time

11:35:00 [

! . Activated only when one channel is selected and displayed.

: On the time window of search grid displays the

data search time and this time is changeable by clicking up down key

on that window .

D. Video playback buttons

ﬂl St
e
(1]

E. Playback Speed

0.5X 1X 2X 4X 8X 16X

0

ﬁ: Reverse Play / Forward Play
: One frame reverse play / One frame forward play

m m: Move to the first point / Move to the last point

: This playback speed can be selected on
the search grid by sliding the button ( X0.5 ~X16 ).
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F.  Overlapped Data

1
[g : When system time has been changed into earlier time,
overlapped recording may happen. In this case, one another ID will

be granted to distinguish and search these overlapped data.

G. Data search grid
Display the recorded data in tabular form and user can search
recorded data by clicking the black line with mouse button and drag

it to desired search time.

N~
3 1 3 3 4 5 46 7T B % BN H N O WS KT AH XN D

a2
ha
s
s

Blank with no colored bar indicates no record data.
M Record data with more than 20 Frames per second.
M Record data with more than 10 Frames per second.
M Record data with less than 10 Frames per second.

M Audio record data.
I Event recording. The red color shows the point when event triggered

and pink color shows pre or post alarm record .

i1H ~
When you click time button (L), all these detailed types appear

as shown below.

1H
0M

M. ( 1Hour, 30Minute, 10Minute)

143

-: By clicking the black line with mouse button and drag it to desired

search time, users can search record data directly on the search grid.

8.1.8 System Time

—; Display System Time.
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8.1.9 Program version information

Click E] to see Program version information as shown below.

, T
NVR Information " S

NVR Version 1,0,1,9
Copyright(C) Since 2013

License information

Serial Number : Debug000001

Serial Key: 112233445566778899

Activated Channels 64

8.2 Searching record data on playback

1. Start Data Searching

r‘ Network Video Recorder - Playback l {EM‘
B o m LIEPEBEREEEEE | amsjoheved s

#) (=£)(=0g)

B 2 (PoE S Port #3164 - Stream 1)
B 4 (130,46.219. 362 - Sveam 1)

] S (ot SPort #168 - Sveam 1)
B 6 (cable 2 M 160 - Syream 1)

B 7 (Pok Port #163 - Syream 1)

B 9 (Cable 2228 172 - Stream 1)

B 11 (158.46.219.219 - Syeam 1)
B 12 (WACI S ALH(179) - Swream 1)
B 13 (V0201 216 - Stream 1)

B 14 (VOAL10 9222 - Stream 1)

«[4]  oOctober 2013
Sun. Mon. Tue, Wed. Thu. Fri. Sat.

T

05X 1x 2x 4x 8X 16X B

10 |11 (12 (13 (14 |15 (16 (17 (18 (19 20 [21 |22 |23
|
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(1) Choose and drag the registered camera from server list and drop on

display screen to see playback file.

(2) Choose the playback file on display screen and drag & drop on server

list to remove.

9. NVR Client E-Map
9.1 User Interface

8. Program version
Information

3. Map Manager 7. System Time

2. Program Icons

1. Status and Server List

.78
=-“T3Root
~Tiocal

17 118.46.219.165
(+-£1028.28.28.101

Server
118.46.219.165

Connected
Disconnected

2013-10-04 11:59:56.293
2013-10-04 11:59:57.161

local

28.28.28.101 2013-10-04 11:59:58.247 Motion(1)

118.46.219.165.28.28. 2013-10-04 11:59:58.264 Motion(1)

118.46.219.165.28.28. 2013-10-04 11:59:58.462 Motion(1) £
Reconnecting

2013-10-04 12:00:02.161
2013-10-04 12:00:08.169

local
Jocal

Reconnecting

4. PTZ Control 5. Digital PTZ 6. Event Log
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9.1.1 Status and Server List

A. Server B. E-MAP
List List

C. Option Setup

A e

= “IZRoot
o O 138.46.219. 162
+LPot SPart 2368
» CHVO01 1160
o ENCate 2 12
2 CRYOAL0 2222
+ Clidaughter_mod 178

A. Server List

L

D. Status Window
Show/Hide Button

Click Server List to see the registered Server.

= "SReot
; Pt
= 0011846219, 162
v UPot SPurt 2168
+ CNVD00L N
S UNCe 2 12
» CHVDA110 9222
+ idaughter_mod17%

B. E-MAP List

Click E-Map List button to see the registered map.

EMAP List

EMAP Edit || EMAP Add || EMAP Delete

s ®\  DEEE

* 1 C:¥iProgram FilesNVR CSNVR Clid

AN

< (T »

e

35/ 49 VISI®N

www.visionipvideo.com




C. Option

Option List Display Caption

Option q

isplay
Etc.

Display Caption
Mame

Audio Event

anorama

Pre-time 3 % Sec.(Max 3 Sec.)
Post-time 3 % Sec.(MAX 5 Sec.)

Panorama Option

| Background
Image Option
[ [ Auto scroll to item when event trigger )
Event Option
[ ok ][ cance

Option Setup
ay Snapshot option
Save path IC:WProgram FilesfMVR CSHINVR ClienttSnap
Snapshot
File name format [ServerName#n.bmp v]
Option
I
-
b = = — —

D. Status Window Show/Hide
)

: Status Window Show /Hide
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9.1.2 Program Execution Icons List

! NVR Client Live

n NVR Client Playback

ﬂ NVR Client Event Viewer

9.1.3 Map Manager

=

-k

£

e

ST

EiE T

Up to 64 channel. 11 types of display mode.

Full screen m

—

9.14 PTZ Control Icons

are available.

Zoom in/out

control

Focus in/out

control

Pan/Tilt

Control

Iris

Open/Close

Preset

Position

Go to

Preset Position

Setup

Preset Position

Clear

Preset Position

Select

Preset Tour

Setup

Preset Tour
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9.1.5 Digital PTZ

Digital Zoom Selection

Save Cropped Image Print Cropped Image

Adjustment of Brightness

Adjustment of Contrast

Default Setting of Contrast

L|
Digital Zoom & Video

Default Setting of

Cropping Area Brightness
9.16 Event Log
Bookmark on Event IP Server Show/Hide Event Type
Log Selectiom of Event Selection
()] s [ B e (a b @3
iServer I Time | Event I \ Event LOg
local 2013-10-02 11:32:26.687 Conned:ng ) )
= 21002 1522716 Cormnt Printing
local 2013-10-02 11:32:27.136 Connected
test 2013-10-02 11:32:30.341 Motion(1)
Event Log
Saving

9.1.7 System Time

—; Display System Time

9.1.8 Program version information

" . .
Click to see Program version information as shown below.
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NVR Information

T
|

Copyright(C) Since 2013

License information

Serial Number : Debug000001
Serial Key: 112233445566778899
Activated Channels 64

NVR Version 140,19

9.2 Running E-Map
9.21 Change E-Map mode
Turns into E-Map edit mode by clicking E-Map monitoring mode button.

Monitoring Mode Edit Mode

9.2.2

Display registered Map

Click E-Map list button to see registered map.

Lo | (¢ )
“T3 C:'WProgram FilesMVR Pro 1.0%WEm:

9.23

9.2.5

Add Map

N

Click add Map(i .4 button or click on blank map window.

Enter Map name and define the image path to create new Map.

Edit Map — Faitman 2
2B || nane

Image path IC:Wngram FilesWHVR. Pro 1.0WEmap | 5

Select map from the E-map
list.

Click Edit Map( L&) button.
Edit map name and change image path. Then click ‘OK’ button to

finish.

Delete Map
Network Video Recorder - E-Map
Select map from the E-map list. ] @ oot s
B A
Click Delete Map (L= ) button.
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9.2.6 To add items on the map.
A. Click server list and connect server.
B. Then Video, Alarm In and Alarm Out will activated.

C. Drag and Drop these items on the map as shown below.

= Network Video Recorder - E-Map

3 | H
=-“T3Root
- [EPtest1
£ EXtest2
:»Vldeo L Mo p 1 §
- ~{JaAamIn s ; oy
- grmm S eedaay -

1 |
» e
i % 4
. Ftest3 P m i
% 2]

]
Gerrrrrsss

9.2.7 To delete items from the map
A. Select item on the map and click right button of mouse. Then select
‘Delete item'.
B. Or select item on the map list and click right button of mouse. Then

select '‘Delete item'.

o) PR
= “TS D:AWHTNVRYhin_protYEmapSetup'
=l [ stree1

=] \9 Alarm Out
test2

9.2.8 To move map item

Map items can be moved by drag and drop.

9.29 Save map

R (g v !

Save map by clicking ‘Save Map’

button. File name will be "*.map”

9.2.10 Open map

Open map by clicking ‘Map Open’ @@ J‘@H@j 5 )

button.
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9.2.11 Pop-up Live Video on the map ld 24V py

Server(test2) 118.46.219.184:2700

A. Connect camera and turn E-Map into
monitoring mode by clicking ‘Map monitoring
mode ( g‘:hj )" button. ,

B. Double click the camera icon on the map and then live video will
pop up

C. By clicking right button of mouse on the pop-

Server(VDA110 222) 118.46.219.22

up video, you may turn on audio and

Audic On
Mic. On Ik

microphone as shown in the figure. Or you may

Close

close pop-up video as well.

Video event link informati x|

[V Enable
~Action
— ¥ Pop-up video -

E'Map |S ’Ed|t mOde' Duration IConﬁnuous 'I

[~ Run Panorama

9.2.12 Setup Event Link

A. Before setting up event link, please make sure

B. Select Map icon to setup event link and click

PTZ Preset

Right button of mouse.
Preset m
C. Check on ‘Enable’.
—Iv Sound play —

D. Check on the sub menus of "Popup Video ', Wave

'PTZ Preset’ and ‘Sound Play’, respectively.

E. After setting all above items, click 'OK'.

* Duration under ‘Pop-up Video' means the lasting time of pop-up video.
Duration can be set as ‘Continuous’ or 15~60 seconds.
* Run Panorama shows sequence of pre/post-event video image

when event triggered.

9.2.13 Setup Event Link for Alarm-In
This function enables event link for camera and ‘Alarm-in’ or 'Alarm-out’
that is inside the set area.
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Turn E-Map into 'Edit’ mode.

Select 'Alarm-In" area on the map.

Click right button of mouse. Then context menu will pop-up.
Select ‘Event Link’ for ‘Event link item list'.

O N w >

Event link item list x|

Source :  testl AlarmIn 1

test1 Video 1

test1 Alarm Qut 1

E. Select video and click 'Action’ button, 'OK’ button respectively.

10.NVR Client Event Viewer
10.1  User Interface

1. Program X .
. 2. Display Mode 5. System time
Execution Icons

Lol - Bl o OEECHEEERE

6. Program version

information

L 4. Setup Event Log

| Event

a

3. Event Log
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10.1.1 Program Execution Icons

5 NVR Client Live

n NVR Client Playback

ﬁ NVR Client E-Map

10.1.2 Display mode

=

b

2|

E|ETEIETE TR

HEE e D

Up to 64 channel, 11 tvoes of display mode.

Full screen mode

10.1.3 Event Log

il

are available.

Lock Scroll IP Server Show/Hide of Event Event type selection
Selection Loa
2 S B ™ =« g sa .9714/ | Option Setup |
Secver Tew vt \ —
bocal 2131002 13320687 Cormectrg
ot ebeodprasdopaid Correctry Event Log
20131002 1L, 156 Corvected Lo
o 2139042 180077 1% Corvected Printing
- 20131002 12:320.342 Moterd(t)
Event Log
Saving

10.1.4 Setup Event Log
Click 'Option Setup’ button on the top right of event info window and

setup window will be opened.

A. Display Option

Check on Display Caption.

Etc. Display Caption
Name Audio Event
(=
) N N
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B. ETC Option
Define snapshot option.

Displa

Et v Snapshot option
Save path IC:Wngram Files'NVR CSWNVR ClienttSnap
File name format [ServerName#n.bmp -]

10.1.5 System Time

_: Display System Time.

10.1.6 Program version information

Click @ to see Program version information as shown below.

' NVR Information’ |

8| NVR Version 1,0,1,9
Copyright(C) Since 2013

License information

Serial Number : Debug000001

Serial Key: 112233445566773899

Activated Channels 64
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10.2  Running Event Viewer
10.2.1 Event view registration

A. Connect to IP camera and set emergency as below.
Configuration = Event =» Notification = Check and enter related info on CMS

SCTUF 2 NOITIFICATIUN

Dwell Time

3 E-MAIL

Event Type

Interval Time

Wum Of |

@® 0N O OFF

B. When emergency happens, event log will appear on event log
window and event video will appear on the screen during the
defined '‘Dwell Time'.

Video will show on the first blank screen.

&2 network Video Recorder - Event Viewer ) S|

118.46.219.219

<+ | Server ALL ad Fiter | ALL '~ als (=

Server | Address | Tme | Event

VDA110 2222 118.046.212.222 2011-03-23 17:39:31.361 Motion(1)
VDA110 #222 118.046.219.222 2011-03-23 17:39:46.301 Motion(1)
VDA110 #222 118.046.219.222 2011-03-23 17:39:52.361 Moton(1)
VDA110 =222 118.046.219.222 2011-03-23 17:90:11.951 Motion(1)
VDA110 2222 118.096.219.222 2013-03-23 17:40:19.851 Motion(1)
VDA110 #222 118.046.219.222 2011-03-23 17:40:32.291 Motion(1)
118.46.219.219 118.046.219.219 2011-03-23 17:42:49.931 Moson(1)
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11. NVR Client Camera Setup
11.1  User Interface

1. Camera List 2. Setup Option 3. Setup Window

System Information

[FiiCamera 2 Stream Setup User ID
Motion Setup

Network Sety i ini
T — Fassuerd

Confirm Password

Group [Gmup 1

11.1.1 Camera List

Registered cameras appear on the list.

11.1.2 Setup Option

Setup Options are listed as shown below.

System Information
Stream Setup

Motion Setup
Network Setup
User List
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11.1.3 Setup window

Check on one of setup option and setup window will be opened.

A. System Information

QAC Address

( System Information
Firmware Version VISION 1.1.3.4 20130628
Model Type VISION AM3Ti
Video format NTSC
>N;tw0rk Information
Connection Type(IPv4) Static
1Pv4 Address 118.46.219.211
IPv4 Subnet Mask 255,255.255.0
IPv4 Gateway 118.46.219.254
00:26:e6:00:18:48

B. Stream Setup

a

System

Information

a

Network

Information

Video Display

A

Stream Setup

A

H.264 Stream Setup

a

Stream Type
Codec Combo [H.264+mIPEG -
Resolution Combo [H. 264:1920x 1080 +HMIPEG:640x480 v ]
uabe Control CVBR v
{ FirstH.264 Stream
Bitrate 4000000
bits/s(100000 ~ 8000000)
Frame Rate FPS
\_ G.OP 30 - Y,
( MJPEG Setting N
Frame Rate FPS

47 / 49

MJPEG Setting

N
VISI®N

www.visionipvideo.com




C. Motion Setup

Motion Detection Select Full Area
Sensitivity Setting

Motion detection A 4 é

Sensitity (e s A rane | _c=a f*— Clear All Area

o

Motion Areas

Window

D. Network Setup

©) Use DHCP TP < Use DHCP IP
(-Q'Um.r N

IP Address 118 . 46 . 219 . 211

Subnet Mask 255 . 255 . 255 . 0 < Static IP Setting

Default Gateway 18 . 46 . 219 . 254
\L. J
{ DNS Setting ~\

First DNS Server 168 . 126 . 63 . 1

Second DNS Server 168 . 126 . 63 . 2 N DNS Settlng
\ J
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E. User Setup

User’s Information

fser List N f
D User ID
admin@Administrator Grou P
Password
Selection
*onﬁrm Password
Group Group 1 v]
Clear All
Add Delete Edit Clear <=
Users
a
< | m »
T g
User List Add User Delete User Edit User

VISION IP Video offers a complete line-up of network video products and solution.
Ask your local dealer for more information or visit www.visionipvideo.com

Copyright © VISIONHITECH Co., Ltd.

All products mentioned are trademarks or registered trademarks of their respective owners.
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